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Data Sheet 

Industrial Gigabit Ethernet PoE-Injector with up 

to 90W  
 
 

 
 
 
 
 

 

  Overview 

 
This industrial GbE PoE Injector provides up to 90W PoE power for various power 
demanding applications, such as cameras or WiFi Access Points. With its robust IP30 
rated aluminium housing and operating temperature range from -40°C to +75°C it 
covers a large bandwidth of use cases. 
 
PROPERTIES 
 

 Up to 90W PoE 

 Redundant power input 

 IP30 rated housing 

 1x 10/100/1000Base-T IN (Data only) 

 1x 10/100/1000Base-T OUT (Data and PoE) 

 High temperature range (-40°C to +75°C) 

 DIN rail or wall mounting 
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  Technical Specifications 

 

Injector 

Type 1 Port Gigabit Ethernet High 
Power Injector for industrial 

applications 

MTBF 716,686 hrs at 40°C Telcordia 

(Bellcore) 

Environment 

Temperature Operation -40..+75 °C 
Storage  -40..+85 °C 

Humidity 5..95%, non-condensing 

Ports (PoE / Downlink) 

Quantity 1 

Type Gigabit Ethernet, Triple Speed 
10/100/1000Base-T, PoE  

 

Connector RJ-45 socket, shielded 

Cable Type Shielded Twisted-Pair Cable, 

Cat. 5e or higher, Impendence 
100 Ohm, length max. 100m  

LED Displays 

PW1 Green Input 1 voltage ok 

PW2 Green Input 2 voltage ok 

PoE On 

 
Off 

90W PSE is active 

 
PSE in idle  mode 

Power Supply  

Connector Pluggable 4-pin screw 

connector 

Input 52…56 VDC 

Redundancy Dual DC Input 

Power 
Consumption 

5 W at 52 VDC (without PoE) 

Safety Reverse polarity protection, 

overload current protection 

Grounding (PE) Via screw connector 

Power-over-Ethernet / PoE 

Type PSE – Power Source Equipment 
for supply of Powered Devices 

(PD) 

Output Max. 90 W at 52 VDC input 

Pin Assignment 1/2(-), 3/6(+), 4/5(+), 7/8(-) 

Compatibility 802.3af/at/bt 

Mechanic  

Dimensions      
(in mm) 

32 x 103,5 x 81,5  
(W x H x D) 

Mounting DIN rail or wall mounting 

Protection class IP30 

Housing Aluminium 

Standards 

CE 2014/30/EU (EMC) 

2014/35/EU (LVD) 
2011/65/EU (RoHS) 

Safety EN 62368-1 

Emitted 
interference 

EN 55032 Class A 

Immunity EN 55024 

Surge Immunity 2 kV (IEC61000-4-5) 

ESD Immunity 6 kV contact discharge, 8 kV air 

discharge (IEC 61000-4-2) 

Ethernet IEEE 802.3 (10Base-T) 
IEEE 802.3u (100Base-TX) 

IEEE802.3ab (1000Base-T) 

IEEE 802.3af/at (PoE/PoE+) 

IEEE 802.3bt 
 

WARNING: This equipment is 
compliant with Class A of CISPR 

32. In a residential 
environment, this equipment 

may cause radio interference. 
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Dimensions 

 

 

 

 

 

  Order Information 

 

 Description Article No.:  

 

Gigabit Ethernet PoE-Injector 

GbE Industrial Entry Line PoE-Injector  

1x 10/100/1000T, 1x 10/100/1000T max.  90W PoE, 
DIN-Rail, -40..+75°C, 52..56VDC 

MS657035X 
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